
 
 

Setup for Run 
 
 
• PREPARE TRACK 
◦ Walk the selected track route being used to look for and clear track of debris. 
◦ Check to make sure all switches and turnouts are in the correct position and locked in. 
• PREPARE LOCOMOTIVES 
◦ Check oil 
▪ Check the oil level in the Loco's before starting. 
• If oil is not up to the FULL mark, add the 10W-30 oil(winter oil). 
◦ Unplug battery chargers 
◦ Roll locomotives out of the Engine House. 
▪ Roll Loco 615 out of the building first. 
▪ Roll Loco 1932 out next so that it is in front of 615, and couple 1932 to front of 615. 
◦ Top off the gas tanks in the locomotives only while outside the building. 
• BUILDING THE TRAINS 
◦ Moving the locos to the storage tunnel. 
▪ Start and warm up 615, do not start 1932. 
▪ Once 615 is ready to roll, use 615 to push and pull 1932 to the storage yard. 
◦ Hooking up the consists. 
▪ Prepare the B&O(blue cars) consist. 
• In the after compartment of the Engineer's car is the Main Battery, disconnect the 
charger cable from the battery and plug the battery cable into the power cable. 
• In the forward compartment, disconnect the charger cable for the Brake Controller at 
the SAE weatherproof connector.  This will make it easier to plug in later. 
• Connect the 1932 locomotive to the riding cars. 
• Turning on power to Consist(MUST be done in this order). 
◦ First, turn on MAIN power switch. 
◦ Second, turn on Brake Controller. 
◦ Turn on Light switch when lights are needed. 
▪ Prepare the PENN(orange cars) consist. 
◦ Get the smaller, Lawn and Garden battery from the Engine House.  Place it in the front 
section of the Conductor's Car. 
◦ Connect the battery to the temporary power cable.  This cable plugs into the connector 
on the rear of the last riding car.  Make sure there is a little slack in the cable when closing lid.  
There isn't a switch yet, so plug in the battery when lights are needed, unplug when not 
needed. 
◦ Connect the 615 locomotive and Engineer's Car to the consist. 
▪ Connect the brake hose to the first riding car. 
▪ Turn on Brake Controller. 
◦ NOTE: this train has brakes and lights only.  The Conductor's E-Stop button will be 
added soon. 
• Rollout 
◦ If turnouts are set correctly, the trains will go directly to the mainline in the grove. 
◦  
 



RETURN TO THE BARN 
 
• Reverse the Rollout steps to bring trains back to storage tunnel. 
• Before disconnecting cars and locomotives, make sure to release the brakes. 
• Power down the Brake Controller's first! 
◦ Failure to perform above sequence will cause the brakes to be set. 
• Power down lights 
• Power of the Main Switch 
• Disconnect brake hose from 615 Engineer's Car. 
• Disconnect locomotives from riding cars 
• Once riding cars are in tunnel 
◦ 1932 Engineer's Car. 
▪ Disconnect Main Battery cable in after compartment from power cable. 
▪ Connect Battery charger cable to BATTERY(not the power cable). 
▪ Connect Brake Controller Battery charger to Brake Controller in forward compartment. 
◦ PENN riding cars. 
▪ Unplug battery from temporary power cable in Conductor's Car. 
▪ Take out battery, and put in Engine House and plug in a charger. 
▪  
 


